
AMP-Arched Mesh Pipe Drainage System 

Lower Groundwater Level Specifications 
 

        
 

AMP-Arched Mesh Pipe Specifications 

       

 AMP-Arched Mesh Pipe straight connector specifications 

 

AMP-Arched Mesh Pipe ID*OD*H 

±3.0%mm 

Pitch 

±3.0%mm 

Length 

m 

Connector ID*OD*H 

±3.0%mm 

Pitch 

±3.0%mm 

Length 

cm Size Code Size Code 

2" HPT-50A 50*62*54 11.5mm 5m 2"F HPF-50A 63*76*70 11.5mm 12cm 

2½ " HPT-65A 63*76*70 12.5mm 5m 2½ "F HPF-65A 79*92*82 12.5mm 15cm 

3" HPT-75A 79*92*82 12.5mm 5m 3"F HPF-75A 96*114*94 12.5mm 15cm 

4" HPT-100A 96*114*94 12.5mm 5m 4"F HPF-100A 112*128*112 12.5mm 20cm 

6" HPT-150A 149*167*136 14.0mm 5m 6"F HPF-150A 168*188*158 14.0mm 25cm 

8" HPT-200A 193*216*170 14.5mm 5m 8"F HPF-200A 217*240*193 14.5mm 30cm 

10" HPT-250A 239*267*197 15.0mm 5m 10"F HPF-250A 268*290*220 15.0mm 35cm 

12" HPT-300A 290*318*223 15.5mm 5m 12"F HPF-300A 320*344*245 15.5mm 40cm 

 
Underground drainage pumping well-Specifications 

 
Pump Well Dia Length Manhole Cover 

Drainage Mesh Pipe Well 

10” 2.5m Plastic manhole Cover 

12” 2.5m Plastic manhole Cover 

16” 2.5m Plastic manhole Cover 

HDPE Winding Well 

300mm 2.5m Plastic manhole Cover 

400mm 2.5m Plastic manhole Cover 

500mm 2.5m Grille manhole cover 

600mm 2.5m Grille manhole cover 

HDPE Spiral Well 

300mm 2.5m Plastic manhole Cover 

400mm 2.5m Plastic manhole Cover 

500mm 2.5m Grille manhole cover 

600mm 2.5m Grille manhole cover 

 



AMP-Arched Mesh Pipe Profiled joints Specifications 
 

AMP-Arched Mesh Pipe L-connector Specifications 
Size ID*OD*H 

± 3.0%mm 
Pitch 

± 3.0%mm 
L1 

mm 
L2 

mm 

 

Diameter Code 
2"F HPF-50L 63*76*70 12.5mm 72 148 

2½ "F HPF-65L 79*92*82 12.5mm 72 161 
3"F HPF-75L 96*114*94 12.5mm 90 195 
4"F HPF-100L 112*128*112 12.5mm 120 250 
6"F HPF-150L 168*188*158 14.5mm 150 333 
8"F HPF-200L 217*240*193 14.5mm 180 420 

10"F HPF-250L 268*290*220 15.0mm 210 500 
12"F HPF-300L 320*344*245 15.5mm 240 584 

 
AMP-Arched Mesh Pipe T-connector Specifications 

Size ID*OD*H 
± 3.0%mm 

Pitch 
± 3.0%mm 

T1 
mm 

T2 
mm 

 

Diameter Code 
2"F HPF-50T 63*76*70 12.5mm 72 220 

2½ "F HPF-65T 79*92*82 12.5mm 72 233 
3"F HPF-75T 96*114*94 12.5mm 90 285 
4"F HPF-100T 112*128*112 12.5mm 120 370 
6"F HPF-150T 168*188*158 14.5mm 150 483 
8"F HPF-200T 217*240*193 14.5mm 180 600 

10"F HPF-250T 268*290*220 15.0mm 210 710 
12"F HPF-300T 320*344*245 15.5mm 240 824 

 
AMP-Arched Mesh Pipe +-connector Specifications 

Size ID*OD*H 
± 3.0%mm 

Pitch 
± 3.0%mm 

+1 
mm 

+2 
mm 

 

Diameter Code 
2"F HPF-50+ 63*76*70 12.5mm 72 220 

2½ "F HPF-65+ 79*92*82 12.5mm 72 233 
3"F HPF-75+ 96*114*94 12.5mm 90 285 
4"F HPF-100+ 112*128*112 12.5mm 120 370 
6"F HPF-150+ 168*188*158 14.5mm 150 483 
8"F HPF-200+ 217*240*193 14.5mm 180 600 

10"F HPF-250+ 268*290*220 15.0mm 210 710 
12"F HPF-300+ 320*344*245 15.5mm 240 824 

 
AMP-Arched Mesh Pipe Y-connector Specifications 

Size ID*OD*H 
± 3.0%mm 

Pitch 
± 3.0%mm 

Y1 
mm 

Y2 
mm 

 

Diameter Code 
2"F HPF-50Y 63*76*70 12.5mm 72 251 

2½ "F HPF-65Y 79*92*82 12.5mm 72 270 
3"F HPF-75Y 96*114*94 12.5mm 90 328 
4"F HPF-100Y 112*128*112 12.5mm 120 424 
6"F HPF-150Y 168*188*158 14.5mm 150 559 
8"F HPF-200Y 217*240*193 14.5mm 180 699 

10"F HPF-250Y 268*290*220 15.0mm 210 830 
12"F HPF-300Y 320*344*245 15.5mm 240 966 

 
AMP-Arched Mesh Pipe L450-connector Specifications 

Size ID*OD*H 
± 3.0%mm 

Pitch 
± 3.0%mm 

L45-1 
mm 

L45-2 
mm 

 

Diameter Code 
2"F HPF-50L45 63*76*70 12.5mm 72 103 

2½ "F HPF-65L45 79*92*82 12.5mm 72 109 
3"F HPF-75L45 96*114*94 12.5mm 90 133 
4"F HPF-100L45 112*128*112 12.5mm 120 174 
6"F HPF-150L45 168*188*158 14.5mm 150 226 
8"F HPF-200L45 217*240*193 14.5mm 180 279 

10"F HPF-250L45 268*290*220 15.0mm 210 330 
12"F HPF-300L45 320*344*245 15.5mm 240 382 

 
AMP-Arched Mesh Pipe D-plug Specifications 

Size ID*OD*H 
± 3.0%mm 

Pitch 
± 3.0%mm 

D1 
mm 

 

Diameter Code 
2"F HPF-50D 63*76*70 12.5mm 72 

2½ "F HPF-65D 79*92*82 12.5mm 72 
3"F HPF-75D 96*114*94 12.5mm 90 
4"F HPF-100D 112*128*112 12.5mm 120 
6"F HPF-150D 168*188*158 14.5mm 150 
8"F HPF-200D 217*240*193 14.5mm 180 

10"F HPF-250D 268*290*220 15.0mm 210 
12"F HPF-300D 320*344*245 15.5mm 240 

                                                                                ＊The Company reserves the right to modify 

 

 


